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ITS.11003

Product Overview

✔  Fixed power size EN 3

✔  CE marked

✔  Standard rail

✔  Cam and Roller Mechanism

✔  Universal fitting

✔  Easy to read instructions, saving over 12 minutes fitting time

✔  Corrosion Grade 3 – Recommended for internal use

Suitable for doors ≥44mm thick

Power size EN3

Cam action mechanism assisting 
the Approved Document M +  
BS 8300 recommendations

Intumescent pack available

Available in white only

Fixed 
Power size 

EN3

Concealed Micro Rail 
Slide Arm
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For fitting instructions see website - www.rutlanduk.co.uk

All dimensions shown are in mm.

Technical Information

Options

Specification Overview

Fire Tested  
to EN1634

Max Door Weight 
up to 60kg

Universal
Application

FIRE TESTED MAXIMUM
DOOR WEIGHT

OPEN ANGLE

ADJUSTABLE
LATCH ACTION

GUARANTEE

GUARANTEEMAXIMUM
DOOR WIDTH

ADJUSTABLE
CLOSING SPEED

BACK CHECK

UNIVERSAL
APPLICATION

EN2-4 GUARANTEE

FIRE TESTED MAXIMUM
DOOR WEIGHT

OPEN ANGLE

ADJUSTABLE
LATCH ACTION

GUARANTEE

GUARANTEEMAXIMUM
DOOR WIDTH

ADJUSTABLE
CLOSING SPEED

BACK CHECK

UNIVERSAL
APPLICATION

EN2-4 GUARANTEE

FIRE TESTED MAXIMUM
DOOR WEIGHT

OPEN ANGLE

ADJUSTABLE
LATCH ACTION

GUARANTEE

GUARANTEEMAXIMUM
DOOR WIDTH

ADJUSTABLE
CLOSING SPEED

BACK CHECK

UNIVERSAL
APPLICATION

EN2-4 GUARANTEE
Power Size 

EN3

FIRE TESTED MAXIMUM
DOOR WEIGHT

OPEN ANGLE

ADJUSTABLE
LATCH ACTION

GUARANTEE

GUARANTEEMAXIMUM
DOOR WIDTH

ADJUSTABLE
CLOSING SPEED

BACK CHECK

UNIVERSAL
APPLICATION

EN2-4 GUARANTEE

Opening Angle
120º

FIRE TESTED MAXIMUM
DOOR WEIGHT

OPEN ANGLE

ADJUSTABLE
LATCH ACTION

GUARANTEE

GUARANTEEMAXIMUM
DOOR WIDTH

ADJUSTABLE
CLOSING SPEED

BACK CHECK

UNIVERSAL
APPLICATION

EN2-4 GUARANTEE

Adjustable 
Latch Speed

FIRE TESTED MAXIMUM
DOOR WEIGHT

OPEN ANGLE

ADJUSTABLE
LATCH ACTION

GUARANTEE

GUARANTEEMAXIMUM
DOOR WIDTH

ADJUSTABLE
CLOSING SPEED

BACK CHECK

UNIVERSAL
APPLICATION

EN2-4 GUARANTEE

Max Door Width
950mm

FIRE TESTED MAXIMUM
DOOR WEIGHT

OPEN ANGLE

ADJUSTABLE
LATCH ACTION

GUARANTEE

GUARANTEEMAXIMUM
DOOR WIDTH

ADJUSTABLE
CLOSING SPEED

BACK CHECK

UNIVERSAL
APPLICATION

EN2-4 GUARANTEE

Min Door  
Thickness 44mm

MIN DOOR
THICKNESS

GuaranteeFIRE TESTED MAXIMUM
DOOR WEIGHT

OPEN ANGLE

ADJUSTABLE
LATCH ACTION

GUARANTEE

GUARANTEEMAXIMUM
DOOR WIDTH

ADJUSTABLE
CLOSING SPEED

BACK CHECK

UNIVERSAL
APPLICATION

EN2-4 GUARANTEE

11003CPR01.01.18Endurance DDA DoPAdjustable
Closing Speed

FIRE TESTED MAXIMUM
DOOR WEIGHT

OPEN ANGLE

ADJUSTABLE
LATCH ACTION

GUARANTEE

GUARANTEEMAXIMUM
DOOR WIDTH

ADJUSTABLE
CLOSING SPEED

BACK CHECK

UNIVERSAL
APPLICATION

EN2-4 GUARANTEE

Min Door  
835mm

Endurance DDA DoPRut LockRUT Lock
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•  Mechanical hold open slide rail (Available for Non-fire doors. 
Not covered by CE)

FIRE DOORS
Intumescent MUST be used on fire doors – please enquire for 
latest testing details.

• Eurocell EWS 031

• Eurocell EWS 032

• Profile 22

• REHAU 546405

• Sheerframe SK77950

• Veka WHS Halo System

3 8 3 1 1 3

BS EN 1154 Classification
ITS.11003 door closers have been independently tested to conform 
with the EN 1154 performance standard. They are CE marked and 
classified as follows:

BS EN 1634 Fire Test
ITS.11003 closers have been tested to EN 1634 requirements in a 
variety of door slabs and frame types.  Please specify IP.114M and 
relevant intumescent as specified in the door slab and profile global 
assessments.

Test certificates and machining details are available on request.

ADA Compliant
Fire doors shall have a minimum opening force allowable by the 
appropriate administration authority, and doors other than fire doors 
5 pounds maximum opening force (22.2N) from push or pull side.

Tested Frame Types

Description
EN 

Size
Finish

Re-order 
Code

Product Code
Box 
Qty

ITS.11003 Concealed Cam Action Slide Arm Door closer 3 White 12139 ITS.11003.3.5.WH 10

IFCC 1417


